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Under Mount Auxiliary Condensers 

Unit Specifications  
 
Coil: Parallel Flow 
Fan: (2) 12” Curved Blade Puller 
Amp Draw: 23 AMPS @ 13VDC 
Air Flow: 2500 CFM 
Dimensions: Length 30” X Width 15.6” X 
Height 5-3/8”. 
Shroud: Powder Coated Steel 

60-03033 
T-Max 35 Under Mount Condenser 

T-Max 35 is a HIGH PERFORMANCE parallel flow designed unit. The condenser coil is fitted 
with industry standard # 8 MIO inlet and # 6 MIO outlet connections. The unit is rated at 35,000 
BTU’s, this unique design increases performance by 30% compared to the standard condensers of 
comparable size. The curved blade fans reduces the noise that is associated with under mount con-
densers. Condenser mounting brackets and weatherproof fan connectors are included. 

T-Max 60 is a HIGH PERFORMANCE parallel flow designed unit. The condenser coil is fitted 
with industry standard # 8 MIO inlet and # 6 MIO outlet connections. The unit is rated at 60,000 
BTU’s, this unique design increases performance by 30% compared to the standard condensers of 
comparable size. The curved blade fans reduces the noise that is associated with under mount con-
densers. Condenser mounting brackets and weatherproof fan connectors are included. 

Unit Specifications  
 
Coil: Parallel Flow 
Fan: (2) 14” Curved Blade Puller 
Amp Draw: 30 AMPS @ 13VDC 
Air Flow: 3000 CFM 
Dimensions: Length 33” X Width 19.5” X 
Height 5-3/8”. 
Shroud: Powder Coated Steel 

60-03030 
T-Max 60 Under Mount Condenser 

IF YOU ARE BURNING UP COMPRESSORS OR CLUTCHES T-MAX CONDENSERS COULD BE YOUR SOLUTION! 
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